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ELECTRONIC
PASSPORT COLOUR
PRINTER

SIP 60

The SIP60 is a four-colour high
secure inkjet printer based on
OEM printing technology from
Hewlett Packard for Electronic
Passports and Visa issuance. This
standalone printer offers
high-quality passports with up to
64 pages, quickly and easily in
remote areas. It can be
integrated with optional devices
such as a camera system that
can enable precise positioning of
the machine-readable zone and

ensure high-quality
personalization.

SIP 60 DEVICE SPECIFICATIONS:

DIMENSION
Width x Depth x Height
Weight

SINGLE BOARD COMPUTER
Processor

Memory

Storage

Operating System

Display
Maximum Resolution

POWER
Input Voltage

Power Consumption:
Active
Stand-by

PASSPORT BOOKLET
Support

Booklet holder

PRINTER DRIVER
Windows 7

Linux

Mac OSX

590 x 513 x 264 mm
30 kg

i52.3GHz

4G DDR3

60GB SSD Drive
Windows® Embedded
Standard 7

8" TFT Touchscreen
800 x 600 pixels

100 to 240 VAC,
50/ 60 Hz

30 W
10w

ID-3 ICAO 9303-compliant
paper booklets, up to 64
pages supported.
Alternative sizes may be
available upon request.
Flat booklet

printing surface

32 & 64-Bit Versions
With generic PCL3 driver
With generic PCL3 driver

PRINTER ELECTRONIC
CPU

RAM

Flash ROM

PDL / PRINTER LANGUAGES
PCL 3 GUI

INTERFACES
USB 2.0 port
Ethernet adapter

PRINT TIME

(Continous Mode Only)
Printing time per passport
(Best Print)

Printing time per passport
(Normal Print)

RESOLUTIONS
Monochrome
Color

PRINT HEADS
Black / Yellow
Cyan / Magenta

OPERATING ENVIRONMENT
Temperature
Humidity

OPTIONAL
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MIPS 5KF 64-bit, 300MHz
32 MB
16 MB

Yes

2 x 2.0 port
1x 10/100base-TX

14 - 24 seconds

9 - 20 seconds

Up to 1200 x 1200 dpi
Up to 4800 x 1200 dpi

2112 Nozzles
2112 Nozzles

5 to 35°C (41 to 95°F)
15 to 80% RH with no cond.

RFID Encoding

ISO/IEC 14443 type A/B
OCR - B (MR2)

Bar Code

Print Alignment Camera



